
Redefine Mobility for
Enterprise-Class Applications      
The MC50 from Symbol Technologies is first in a class of mobile
computers that combines an enhanced PDA-style form factor with
optimal performance to operate enterprise-level applications. This small,
lightweight mobile computer features advanced data capture options,
flexible voice and data communication and easy wireless local area
network (WLAN) synchronization.

Increase Productivity and Gain Access
to Real-time Information  
With data capture, voice telephony, smart battery, device level
management, wireless and security options, on-the-go professionals are
empowered to make rapid, informed decisions. This convenient mobile
computer delivers enterprise-class functionality, including support for
e-mail, phone, scheduling/calendar, signature capture, CRM, sales force
automation and other enterprise applications. With the MC50 in hand,
retail store managers, merchandisers and salespeople have the
necessary tool to create and maintain a competitive advantage.

Deploy and Manage Mobility Systems
More Effectively       
The MC50 enables superior manageability and rapid integration into new
or existing IT infrastructures. Its Microsoft® Windows Mobile™ software
platform offers compatibility with Microsoft, Oracle®, Siebel®, SAP® and
IBM® customer relationship management (CRM) software for easy, fast
rollouts into any environment.  Adding mobility management software
allows you to quickly deploy and manage thousands of MC50 devices
with instant visibility and control over all the mobile computers, wireless
networks and applications from an intuitive, Web-based interface.  

Enhanced Durability for Frequent,
Extended Use     
The MC50 is designed to be more durable than a consumer-grade PDA.
Extra reliability is built into every aspect of the MC50 – from battery
contacts to keypads to acoustics – to ensure it exceeds the performance
demands of daily, high-volume usage. Managers, supervisors and sales
professionals can feel more confident using the MC50 from anywhere at
anytime, whether it is on the road, on the sales floor or at a customer site. 

Symbol Enterprise Mobility Services             
Symbol Enterprise Mobility Services ensure that your mobility solution
works seamlessly and at maximum efficiency – from defining your
business requirements through ongoing service and support.

For more information, contact us at +1.800.722.6234 or +1.631.738.2400, or
visit us on the web at www.symbol.com/mc50.

F E A T U R E S B E N E F I T S

MC50

ENTERPRISE DIGITAL ASSISTANT

Enterprise-level foundation Combines mobile computing,
data capture and wireless
networking for a totally
integrated solution

Durable design Enhances product lifecycle
with less downtime than
consumer-grade devices

Deployment-ready systems Designed to run – out of box
– fast and easy

High-speed CPU performance Operates enterprise-level
applications 

Diverse data capture options  Captures information
accurately and quickly
every time

Wireless networking based Enables real-time
on the standard communications and
IEEE 802.11b (WLAN) decision-making with secure

mobile transactions

Ready voice over IP (VoIP) Designed to perform
seamless voice
communications via
push-to-talk, peer-to-peer,
PBX connectivity, 1-to-1
or 1-to-many 

Mobility Services Reduces TCO with
Platform (MSP) accelerated rollout

and ongoing visibility into
mobile devices, networks
and applications

Smart battery Ensures maximum uptime 

User-accessible SDIO Provides technology
slot with cover flexibility while improving

acoustics

User-friendly keypad options Offers flexible functionality
and keypad design for
efficient, productive
data entry



About Symbol Technologies
Symbol Technologies, Inc., The Enterprise Mobility Company™, is a recognized worldwide leader in enterprise mobility, delivering products
and solutions that capture, move and manage information in real time to and from the point of business activity. Symbol enterprise mobility
solutions integrate advanced data capture products, radio frequency identification technology, mobile computing platforms, wireless
infrastructure, mobility software and world-class services programs under the Symbol Enterprise Mobility Services brand. Symbol enterprise
mobility products and solutions are proven to increase workforce productivity, reduce operating costs, drive operational efficiencies and
realize competitive advantages for the world's leading companies. More information is available at www.symbol.com.

MC50  02/05

Corporate Headquarters
Symbol Technologies, Inc.
One Symbol Plaza
Holtsville, NY 11742-1300
TEL: +1.800.722-6234
+1.631.738.2400
FAX: +1.631.738.5990

For Asia Pacific Area
Symbol Technologies Asia, Inc.
(Singapore Branch)
Asia Pacific Division
230 Victoria Street #05-07/09
Bugis Junction Office Tower
Singapore 188024
TEL: +65.6796.9600
FAX: +65.6337.6488

For Europe, Middle East and Africa
Symbol Technologies
EMEA Division
Symbol Place, Winnersh Triangle
Berkshire, England RG41 5TP
TEL: +44.118.9457000
FAX: +44.118.9457500
MSP 07/04

For North America, Latin America and
Canada
Symbol Technologies
The Americas
One Symbol Plaza
Holtsville, NY 11742-1300
TEL: +1.800.722.6234
+1.631.738.2400
FAX: +1.631.738.5990

Symbol Website
For a complete list of Symbol subsidiaries
and business partners worldwide contact
us at:
www.symbol.com

E-mail
info@symbol.com

Part No. MC50 Printed in USA 02/05 © Copyright 2005 Symbol Technologies, Inc. All rights reserved. Symbol is an ISO 9001 and ISO 9002 UKAS, RVC, and RAB Registered company, as
scope definitions apply. Specifications are subject to change without notice.  All product and company names are trademarks, service marks or registered trademarks of their respective
owners. For system, product or services availability and specific information within your country, please contact your local Symbol Technologies office or Business Partner.

MC50 Specification Highlights
Physical Characteristics
Dimensions:
NAV 1D 4.77 in. H x 2.95 in. W x   .94 in. L

(12.1 cm H x  7.5 cm W x  2.4 cm L)
2D Imager 4.77 in. H x 2.95 in. W x 1.13 in. L 

(12.1 cm H x  7.5 cm W x  2.9 cm L)
CCD Camera 4.77 in. H x 2.95 in. W x 1.11 in. L 

(12.1 cm H x  7.5 cm W x  2.8 cm L)
Qwerty 1D 5.35 in. H x 2.95 in. W x   .94 in. L 

(13.6 cm H x  7.5 cm W x  2.4 cm L)
2D Imager 5.35 in. H x 2.95 in. W x 1.13 in. L 

(13.6 cm H x  7.5 cm W x  2.9 cm L) 
CCD Camera 5.35 in. H x 2.95 in. W x 1.11 in. L 

(13.6 cm H x  7.5 cm W x  2.8 cm L)
Weight NAV 1D 6.42 oz/ 182 g
(including standard battery): QWERTY 1D 6.77 oz/ 192 g
Display: Transflective color TFT-LCD, 65K colors,

240 (W) x 320 (L) (QVGA size)
Touch Panel: Glass analog resistive touch
Backlight: LED backlight
Main Battery: Rechargeable Lithium Ion 3.7V, 1560 mAh
Extended Capacity Battery: Optional 3.7V, 3600 mAh
Backup Battery: Ni-MH battery (rechargeable) 15mAh 1.2V, 1 cell
Expansion slot: User accessible SDIO slot (with secure cover)
Notification: Vibrator and LED
Keypad Options: NAV: 4 application keys and 5-way navigation key 
QWERTY: 37-key
Audio: Speaker, receiver, microphone, headset jack

Software support for full duplex record and
playback (stereo)

Performance Characteristics
CPU: Intel® XScale™ 520 Mhz processor
Operating System: Microsoft® Windows Mobile™ 2003

Second Edition
Memory: 64MB RAM/ 64MB ROM
Interface/ Communications: RS-232, USB 1.1
User Environment
Operating Temperature:  0° to 50° C (32° to 155° F) operating temperature
Storage Temperature: -25° to 60° C (-13° to 140° F) storage temperature
Humidity: 95% non-condensing
Drop Specification: 3' drop to tile over concrete, 1 drop per side at 

21° C  ( 70° F)
Electrostatic Discharge (ESD):  +/-8kV air discharge, +/-8kV direct discharge

Wireless Data and Voice Communications

Wireless Local Area (WLAN): IEEE® 802.11b
Data Rate: 1/2/5.5/11 Mbps
Frequency Range: Country dependent; typically 2.4 to 2.5 GHz
Output Power: 14.5dBm (typical)
Security: WEP, TKIP, LEAP, PEAP, EAP-TLS, WPA

(pre-shared key)
Spreading Technique: Direct sequence
Antenna: Internal
Voice Communication: Integrated Voice-over-IP ready (P2P, PBX, PTT) 

Wi-Fi™-certified, IEEE 802.11b direct 
sequence wireless LAN

Data Capture Specifications

Options: 2D imager, linear CMOS or CCD camera
2D Imager Engine
(SE 4400) Specifications:

Field of View: Horizontal: 32.2°, Vertical: 24.5°
Optical Resolution (gray scale): 640 (H) x 480 (V) pixels
Roll: 360°
Pitch Angle: +/- 60° from normal
Skew Tolerance: +/- 50° from normal
Focal Distance from Near: 5 inches, Far: 9 inches
Front of Engine:  
Aiming Element (VLD): 650 nm +/- 5 nm
Illumination Element (LED): 635 nm +/- 20 nm
Minimum Print Contrast: Minimum 25% absolute dark/light reflectance

measured at 650 nm
Symbologies: 1D Symbology: UPC/EAN, Code 128, UCC.EAN128, 

RSS, Code 39, Code 93, I 2 of 5, 
Discrete 2 of 5, Codabar, MSI

2D Symbology: MaxiCode, PDF417, DataMatrix, 
QRCode

Postal Codes: U.S. Postnet, U.S Planet, UK Postal,
Australian Postal, Japan Postal

Image File Formats: BMP, TIFF, JPEG
Linear CMOS (CSE600):

View Angle: 40°+/- 2°
Pitch Angle: +/- 50° from normal
Roll: +/- 20° from vertical
Skew Tolerance: +/- 30° from normal
Minimum Print Contrast: 35% MRD measured at 675 nm
Supported Symbologies: UPC /EAN, Code 39, I 2 of 5, Discrete 2 of 5,

Code 128, UCC.EAN128, Code 93, Codabar
CCD Camera:

Image Sensor: 1/4 in. type 1.1 mega-pixel CCD
Maximum Frame Rate: 7.5 fps
Minimum Subject Illumination: 2 lux (at 5 fps)
Number of Output Pixels: 1144 (H) x 880 (V)
Image Output Interface: UYVY 8-bit
Lens F-Number: f2.8
Scan Triggers: Left and right trigger buttons

Peripherals and Accessories
Cradles: Single-slot USB with spare battery (1X and 2X) 

charging, four-slot Ethernet or USB
Communication and Charging Cables: USB v1.1, vehicle charging cable,

power/charging cable
Battery Chargers: 4-slot battery charger (1X and 2X), universal

battery charger (requires adapters for 1X and 2X 
capacity batteries)

Vertical-specific attachments: Snap-on magnetic stripe reader, universal cable cup 
adapter attachable cables

Regulatory
Electrical Safety: UL60950 (UL marking), CSA C22.2 No. 60950

(c-UL marking ), EN60950/IEC 950
EMI/RFI: EU/International

EN 301 489-1, -17
EN61000-4-2: 1995, ESD ±8kV air/ ±4kV contact
EN61000-4-3: 1997, Radiated Immunity  3V/m
EN61000-4-4: 1995, EFT ± 0.5kV
EN61000-4-5: 1995, Surge  ± 0.5kV
EN61000-4-6: 1

Laser Safety: IEC Class2/FDA Class II in accordance with 
IEC60825-1/EN60825-1

The Symbol MC50 is warranted against defects in workmanship and materials for a period of 12 months from date of
shipment, provided that the product remains unmodified and is operated under normal and proper conditions.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


