
Your New
Competitive Edge

Contact us at www.mmfpos.com
Your POS/OEM global solution

78% of retailers in a recent 
survey identified the checkout area as the 
best place to reduce shrinkage. 

The MMF™ Advantage™ 
Cash Drawer with 

media slots comes 

standard with LockIt™,

a fully-integrated, secure 

cash drop compartment. 

Designed as your customer’s 

new front line in reducing cash 

shrinkage, LockIt™ enables 

cashiers to secure cash quickly, 

even within a transaction.

Convenient. Discrete. Exposed cash is kept 

to a minimum. Guests feel safer. Cashiers worry 

less about unauthorized removal of notes during their shift.

The Advantage™ Cash Drawer 

gives you an opportunity to exceed 

expectations in competitive 

situations. And because it has a 

positive impact on the customer’s 

bottom line, you have a significant 

new business opportunity to 

convert your installed base.
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LOGO SPECIFICATIONS:
Globe: PMS 285 Blue
MMF & POS: 100% Black
POS: Arial Bold Italic
Point of Sale/OEM: Frutiger Bold
Global Solutions: Frutiger Italic, 70% Black
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Benefits: 

LockIt™ Drop Compartment  

High & Maximum Security 

Lock 

Global Configurable Till with 

twice the capacity as most 

other tills in the market 

Upgradeable Interfaces    

Connectivity 

Cable Management 

Large Capacity Media and 

Coin Roll Storage 

Configurable Media Storage 

Compartments 

Options: 

Roller Suspension or Ball 

Bearing Slides 

Legacy Till Conversion Kits 

Peripheral Platforms 

(Selected Drawers) 

Under Counter Mounting 

Brackets 

Locking Till Cover 

Bell 

Visit www.mmfpos.com for complete list of options and part numbers. 
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Certification  

MMF POS™, MMF POS Logo, Advantage™, LockIt™  
are trademarks and registered names of MMF.  The 
LockIt Box, Global Till, Till Conversion Kits, are patent 
pending designs of MMF POS. Upgradeable Interfaces 
Patent#158,964. 

 Dimensions & Weight (W x D x H) 

 ADV-A1 

 17.4 x 18.7 x 4.6 in  /  24.55 lbs 
 442 x 475 x 117 mm  /  11.14 kg 

 Shipping Box: 20.9 x 25.20 x 8.6 in          Shipping  Weight: 27.58 lbs  

 Shipping Box: 531 x 640 x 218 mm         Shipping  Weight: 12.51 kg  

 ADV-B1 

 18 x 16.7 x 4.6 in  /  21.45 lbs             
 457 x 424 x 117 mm  /  9.73kg   

 Shipping Box: 23.2 x 21.5 x 8.6 in            Shipping  Weight: 24.42 lbs  

 Shipping Box: 589 x 546 x 218 mm         Shipping  Weight:  11.08 kg 

 ADV-C1 

 18.8 x 20 x 4.6 in  /  25.20 lbs 
 477 x 508 x 117 mm  /  11.43 kg 

 Shipping Box: 22.3 x 26.5 x 8.6 in            Shipping  Weight: 28.66 lbs  

 Shipping Box: 566 x 673 x 218 mm         Shipping  Weight: 13 kg  

 ADV-C2 

 18.8 x 21 x 4.6 in  /  25.88 lbs 
 477 x 533 x 117 mm  /  11.74 kg 

 Shipping Box: 22.3 x 27.5 x 8.6 in            Shipping  Weight: 29.21 lbs  

 Shipping Box: 566 x 699 x 218 mm         Shipping  Weight: 13.25 kg  

 ADV-D1 

 20 x 21 x 4.6 in  /  26.81 lbs 
 508 x 533 x 117 mm  /  12.16 kg 

 Shipping Box: 23.5 x 27.5 x 8.6 in            Shipping  Weight: 30.50 lbs  

 Shipping Box: 597 x 699 x 218 mm         Shipping  Weight: 13.83 kg  

 Manufacturing Features 
 Cash Drawer Body  18-20 Gauge Steel, Modular Construction 

 Rails  Roller Suspension System (Standard) 

 Finish  Scratch Resistant Texture Powder Coat 

 Drawer Front  Texture Powder Coat or Stainless Steel; 3 Slots or No Slots 

 Lock It™  44 cubic inch capacity 

 Configurable Global Till  
 Construction  Hardened Acetal, ABS Plastic or Metal Bill Weights 

 US  5 Bill / 5 Coin  Part# 226199USPL1004 

 Canada  4 Bill / 6 Coin  Part# 226199CNPL1004 

 Lock Options 
 Standard  3 Position, 4 Function (Random, Alike, Master) 

 High Security  3 Position, 4 Function with Operator and Manager Keys 

 Maximum Security  7 Pin, 4 Position, cast steel with Tubular Key 

 Upgradeable Interfaces 
 USB  USB with Statistics 

 USB-HUB  USB with Statistics and 4 Port Hub Combo 

 USB SERIAL Emulation  USB with Statistics and Serial Emulation 

 PoweredUSB  12V PoweredUSB™ Connection 

 Multi-Serial 

 RS-232 Connection, Programmable for added security 

 Includes Statistics & two (2) Drawer Open/Close Detection 

 Standard Serial  RS-232 Connection 

 Printer Driven  RJ11 (requires RJ11 Kwick Kable sold separately) 

 Performance 
 Life Cycle  Over 4 Million Cycles 

 Warranty 
 3 Years Standard; Optional 2 Additional Years 

 Lifetime Technical Support  

www.mmfpos.com 

1111 Wheeling Road / Wheeling, IL 60090 / 800-769-1954 




